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VK-1517 - General Layout
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Backwall Assembly

Item
1
2
3
3a
4
5
6
7
8

Qty.
1
1
1
1
2
1
1
1
1

Steps: 
NOTE: Assembly may be easiest if assembled face down on floor then lifted upright.
1) Connect upper curved vertical extrusions [3a,3,6] to leg assemblies [1,2,5].
2) Connect lower and upper horizontal extrusions between vertical assemblies by slightly
    tightening BLACK knobs on backside of extrusion as shown.
NOTE: Make sure velcro faces toward back and knobs face horizontally as shown in detail.

** Various Accessories Available **

Description
Left Leg Assembly
Middle Leg Assembly
Upper Curved Vertical
Upper Curved Vertical
23”w Horizontal
Right Leg Assembly
Upper Curved Vertical
69”w Horizontal
69”w Horizontal

1
2

5

3a
3

6

4

4

7

8

Start Assembly of Backwall face
down on floor. Then lift upright.

Black
Knob

Horizontal
extrusion

Turn Knob Clockwise
to Tighten Lock

STAR indicates location of 
knobs on BACKSIDE of unit.

Stopper
Stopper

Stopper

Hinge Extrusion

Vertical 
Connection Bar

Vertical  Connection Bar - 
Slide Bar into lower leg

assembly, secure in place.
Slide upper vertical over

bar and secure into place.
Step stool may be required

for assembly.

NOTE: When assembling horizontals they should be
placed approximately one inch from TOP and BOTTOM.

                                                        Slide 
horizontal into groove

           Assure 
           that a good 
connection is made 
and tighten to secure.
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         Light Attachment

Steps:
1) Attach lights to assembled backwall.
    Refer to detail.

Light Connection
Attach lights to
backwall where

desired and 
tighten in place.
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Case Packing Instructions

Level 1 Level 2 Level 3 Level 4

Top View
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Additional Items:
- Setup Hardware
- Graphic
- (3) Lights
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